
  

 

 

Zenair Europe 
Notice to Owners 
 

 
 
 
 

Notice Number:  ZE-2009-03 

Date of issue: July 31, 2009 

Subject: Clarification of aircraft speed limitations and replacement of pages 2.1 and 2.2 of the 
CZAW Flight Manual (POH) for the CH 601 XL (Ultralight Version). 

Affected Models: All Zenair CH 601 XL (factory-built ULM and Kit-built Models certified to LTF-UL (2003). 

Serial Number(s) All  

Manufactured by: Czech Aircraft Works (CZAW) and others. 

Purpose: 

 

Around the world, a range of airspeed limits and airspeed indicator markings exist for 
the Zenair CH 601 XL design. To clarify this potentially confusing situation, designer 
Chris Heintz has issued an updated set of airspeeds and ASI markings for the basic 
European (ULM) version of the Rotax-powered CH 601 XL. Once calibrated, these 
speeds should be included in every Pilot Operating Handbook (POH) and should be 
reflected on the traditional white, green and yellow arcs of the ASI in all ultralight 
versions of the Zodiac XL. 
 

These new and pproved design and operating (speed) limits are available on pages 2 
and 3 of this Notice. Every CH 601 XL pilot should be familiar with these limits and 
should respect them at all times. These sheets can be added “as is” to the aircraft 
flight manual and/or Pilot Operating Handbook (POH).  
 

Directed Action(s): 

 

Check Current POH and compare content with this latest information (attached sheets). 
If content is identical, no further action is necessary. 
 

If design and operating limits are different, update data in the POH or substitute the 
appropriate pages (insert new pages in place of the old ones).  
 

Always fly the aircraft within its operating limits. 
 

Effective date: July 2009. 

Compliance: Highly recommended.  Before the next flight. 

References: • Assembly Drawings for the CH 601 XL – Page 1 (dated 03/2008). 
• POH pages 2-1 and 2-2, Revision 0.1 (replacing Z601XLFMEN: pages 2-1 and 2-2) 

 
 
Remarks:  
Where applicable, compliance with this Notice should be recorded in the aircraft’s maintenance log and/or POH.  
    
For more information concerning this Notice to Owners, contact your nearest Zenair representative or:  
Zenair Sarl  Z.I. No.2 Aérodrome de Valenciennes 59121 Prouvy, France 
Tel: 0033-(0)6-89-26-27-98  e-mail: Europe@zenair.com 
www.zenairulm.com 
 

This Notice issued by Zenair Europe is addressed to all owners of the specified Zenair aircraft design.  



  

 

 



  

 

 


